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300/500V 300/500V HH-DRAGCHAIN-PUR-CY-TP HH-DRAGCHAIN-PUR-CY-TP 

Application 
 
The special screened cables for drag chains are mainly applied for impulse transmission to prevent
external interference effects and used for permanent flexible applications in machineries, robot
technics, multi-shift operation, machine tools and for movable automated machinery parts. These
high flexible control cables with sliding abilities guarantees an optimum service life durability and
also very economic by using the PP-core insulation and the PUR-outer jacket is adhesive-free and
cut resistant.       

Technical data
 
- Nominal voltage Uo/U  300/500V 
- Test voltage    2000V 
- Temperature range 
  Flexing    -30°C…+80°C 
  Fixed    -40°C…+80°C 
- Temperature at conductor  +90°C in operation; +150°C in case of short-circuit   
- Flame retardant    acc. to DIN EN 60332-1-2 
- Oil resistant    acc. to DIN EN 50363-10-2 / DIN EN 60811-2-1 
- Bending radius    7,5 x Ø 
 

Construction
 
-  PP (9Y, polypropylene) core insulation 
- Core colours acc. to DIN 47100 without colour repetition 
- Cores stranded, pairs in layers with special core wrapping over each layer 
- Tinned copper braided screening aproxx. 85% coverage 
- Outersheath PUR (11Y) acc. to DIN EN 50363-10-2 
- Outersheath colour black (RAL9005) 
 - Halogen free and weatherresistant
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300/500V 300/500V 

Partnumber Dimension 
n x mm²

 
 

Outer Ø 
ca. mm  

      Weight 
kg / km 

47800502 2 x 2 x 0,75 8,5 ± 0,3 58 

47800503 3 x 2 x 0.75 9,1 ± 0,3 71

47800504 4 x 2 x 0,75 9,7 ± 0,3 89

47800506 6 x 2 x 0,75 12,1 ± 0,3 121

47800508 8 x 2 x 0,75 12,9 ± 0,3 178

47800510 10 x 2 x 0,75 14,5 ± 0,3 220

Other types and sizes on request. 

HH-DRAGCHAIN-PUR-CY-TP HH-DRAGCHAIN-PUR-CY-TP 

47800514 14 x 2 x 0,75 16,7 ± 0,3 285
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