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H05VV-F       H05VV-F         according to DIN VDE 0281 according to DIN VDE 0281 
300 / 500 V 300 / 500 V 

Cable structure: 
 
- Bare copper, fine wire conductors, bunch stranded to DIN VDE 0295 cl. 5, BS 6360 cl. 5,  
 IEC 60228 cl. 5 and HD 383 
- PVC core insulation TI2 to DIN VDE 0281 part 1 
- Cores colour coded to DIN VDE 0293-308 
- Green-Yellow earth core, 3 cores and above 
- PVC outer jacket in white or black, please specify on order 
- PVC outer jacket TM2 to DIN VDE 0281 part 1 

Technical data 
   
- PVC-control cables to DIN VDE 0281 part 5 and IEC 60227-5, HD 21.5 S3 
- Temperature range 
  - flexing -5°C to +70°C 
  - fixed  -40°C to +70°C 
- Test voltage 
  -  2000 V   
- Nominal voltage 
  - Uo/U  300 / 500 V 
- Breakdown voltage 
  - min 4000 V 
- Insulation resistance 
  - min 20 M0hm x km 
- Minimum bending radius 
  - flixed 7,5 cable Ø 
- Radiation resistance 
  - up to 80 x 106 cJ/kg (up to 80Mrad) 
- Flame retardant 
  - Test method B according to DIN VDE 0472 part 804 IEC 60332-1 
   

Application: 
 
H05VV-F cables are used in applications as extension and connecting cables for electrical devices, appliances 
and machinery, where plugs must be permanently connected to the corresponding cable. 

= The product is conformed with the 
 EC Low-Voltage Directive 2006/95/EG. 
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Partnumber Dimension 
n x mm² 

Outer Ø 
ca. mm 

Cop. weight 
kg / km 

Weight 
kg / km 

     

48010205 2 x 0,75 6,1 14,4 50 

48010305 3 G 0,75 6,5 21,6 60 

48010405 4 G 0,75 7,1 29,0 73 

48010505 5 G 0,75 7,9 36,0 88 

     

48010206 2 x 1 6,5 19,0 57 

48010306 3 G 1 6,9 29,0 73 

48010406 4 G 1 7,7 38,0 85 

48010506 5 G 1 8,5 48,0 105 

     

48010207 2 x 1,5  7,5 29,0 82 

48010307 3 G 1,5 8,2 43,0 95 

48010407 4 G 1,5 9,2 58,0 117 

48010507 5 G 1,5 10,2 72,0 144 

     

48010308 3 G 2,5 9,8 72,0 152 

48010408 4 G 2,5 10,7 96,0 192 

48010508 5 G 2,5 12,0 120,0 243 

     

Standard colours are black and white, please specify on ordering. 
Other types and colours on request. 
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