
MECHANICAL DATA

A INNER CONDUCT. TINNED COPPER ……………………………………………

B DIELECTRIC LOW DENSITY POLYETHYLENE ……………………………

TINNED COPPER ……………………………………………

- COVERAGE ……………………………………………

D 1° SHEATH FLAME RETARDANT NON-CORROSIVE
THERMOPLASTIC FREE OF HALOGENS

E NON-MIGRATING POLYESTER TAPE ……………………………………………

TINNED COPPER ……………………………………………

- COVERAGE ……………………………………………

G 2° SHEATH FLAME RETARDANT NON-CORROSIVE
THERMOPLASTIC FREE OF HALOGENS

- COLOUR BLACK - RAL 9004
- PRINTING TRIAX 529 FLEX-ZH     TRIAXIAL CABLE

MINIMUM BENDING RADIUS ( mm ) CABLE WEIGHT ( Kg/Km )
- SINGLE ø EXTERNAL X 5 - COPPER 41,7
- REPEATED ø EXTERNAL X 10 - PLASTIC 47,6

TEMPERATURE RANGE  -30 °C  /  +70 °C - TOTAL 89,7

ELECTRICAL PROPERTIES at 20°C

IMPEDANCE 50 ± 2 Ohm RESISTANCE
CAPACITANCE 100 pF/m - INNER CONDUCT. 36,5 Ohm/Km
VELOCITY RATIO 66%

- BRAID 14 Ohm/Km
INSULATION RESISTANCE

- INNER CONDUCT. / 1° BRAID >10 4 MOhm/Km - BRAID 9 Ohm/Km
- 1° BRAID / 2° BRAID >10 3 MOhm/Km

ATTENUATIONS dB/100 m.

5 MHz 2,7 300 MHz 25,3 2150 MHz -
10 MHz 4,1 600 MHz 37,9 2400 MHz -
50 MHz 9,7 1000 MHz 51,8 2750 MHz -
100 MHz 13,9 1500 MHz 65,6 3000 MHz -

STRUCTURAL RETURN LOSS dB

MHz >27 MHz >18 MHz >76
MHz >25 MHz - MHz -
MHz >20 MHz - MHz -

SCREENING EFFECTIVENESS dB
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19 x 0,18 mm

600 ÷ 1000

30 ÷ 300 1000 ÷ 2000
2000 ÷ 3000
….. ÷ …..

900 ÷ 2000
2000 ÷ 3000

TX 529 FLEX-ZH
TRIAXIAL CABLE

CS PE CS LSZH Pet/sp CS LSZH

h. 15 mm

h. 15 mm ø 5,50 mm ø 7,20 mm

ø 2,95 ± 0,10 mm

19 x 0,18 mm ø 2,95 mm ø 3,50 mm ø 5,00 mm

B

2° BRAID
168 x 0,13 mm
94%

300 ÷ 600

C D

112 x 0,13 mm

100 ÷ 900

ø 7,20 ± 0,20 mm

ø 5,00 ± 0,10 mm
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