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MECHANICAL DATA

A INNER CONDUCTOR COPPERWELD ……………………………………………

B DIELECTRIC LOW DENSITY POLYETHYLENE ……………………………………………

PLAIN COPPER ……………………………………………

- COVERAGE ……………………………………………

D SHEATH NON-CONTAMINATING POLYVINYL-CHLORIDE ………………………

- COLOUR BLACK - RAL 9004

ELECTRICAL CABLES
- PLAIN COPPER ……………………………………………

- FLAME RETARDANT POLYVINYL-CHLORIDE ………………………….

- COLOUR RED - BLACK

E SHEATH FLAME RETARDANT POLYVINYL-CHLORIDE ………………………….

- COLOUR BLACK
- PRINTING RG 59 + 2 X 0,75 MM² 

MINIMUM BENDING RADIUS ( mm ) CABLE WEIGHT ( Kg/Km )
- SINGLE ø EXTERNAL X 5 - COPPER 28,3
- REPEATED ø EXTERNAL X 10 - PLASTIC 112,6

TEMPERATURE RANGE  -25 °C  /  +80 °C - TOTAL 140,9

ELECTRICAL PROPERTIES at 20°C ELECTRICAL CABLES
IMPEDANCE 75 ± 3 Ohm VOLTAGE - OPERATING 300 Vca
CAPACITANCE 67 pF/m
VELOCITY RATIO 66% - TEST 2000 Vca
RESISTANCE - INNER CONDUCTOR 154 Ohm/Km

- BRAID 13 Ohm/Km CORES RESISTANCE 26 Ohm/Km

ATTENUATIONS dB/100 m.

5 MHz 2,3 100 MHz 10,7 1000 MHz 38,0
10 MHz 3,1 300 MHz 19,4 2150 MHz 60,9
50 MHz 7,4 600 MHz 28,7 3000 MHz 72,7

STRUCTURAL RETURN LOSS dB SCREENING EFFECTIVENESS dB

MHz >31 MHz >18 MHz >57
MHz >28 MHz >14 MHz -
MHz >24 MHz - MHz -

ø 4,10 mm ø 6,20 mm ø 10,00 mm

A B C D E

ø 0,58 mm ø 3,70 mm

ø 0,58 mm

ø 3,70 ± 0,10 mm

92%

PVC2 PLSFCW

75 OHM VIDEOINTERCOM COAXIAL CABLE - RG 59 + 2 x 0,75 MM²

PE CU

COMPLIANCE WITH CEI 20-11   CEI 20-22 / II   CEI 20-35 I / II   IEC 60332 I / II / III STANDARDS

300 ÷ 600

168 x 0,10 mm
C BRAID

ø 6,20 ± 0,10 mm

ø 10,00 ± 0,30 mm

2x0,75 mm²
2 x ø 2,00 ± 0,10 mm

100 ÷ 900
900 ÷ 2000
2000 ÷ 3000600 ÷ 1000

1000 ÷ 2000
2000 ÷ 3000
….. ÷ …..

30 ÷ 300

Partnumber : 55010050 

RG 059 + 2x0,75mm²RG 059 + 2x0,75mm²

Technische wijzigingen voorbehouden | Aan deze informatie kunnen geen rechten worden ontleend 
Subject to technicaI modifications I  No rights can be derived from this information


