
Flexible cable

Conductor temperature : 90°C
Voltage Rating  Uo/U(Um) 1,8/3(3,6kV)

Application Standards

Flexible EMC screened cable with EPR insulated tinned copper
Conductor IEC 60228,5

conductors. Between the conductor and the insulation there's Construction IEC 60092-353

a plastic foil which makes is easy to strip. Flameretardant IEC 60332-1

The outer sheath of the cable has very good mechanical properties 
Flameretardent: IEC 60332-3-24

and can withstand high mechanical stresses. Halogen free: IEC 60754-1

Conductor
Insulation 
Inner covering
Screen
Outer sheath 
Color
Minimum bending radius, fixed installation
Minimum bending radius, flexible
Temperature range, Fixed installation
Packaging

Insulation 
thickness

Inner covering Outer Sheath 
thickness

Outer 
Diameter 

Current rating 
ambient temp 

+45°C

Total weight

[mm] [mm] [mm] [mm] A [kg/km]

*REFI EMC 3x95 2,4 2,0 2,7 52,4 205 4700

REFI EMC 3x120 2,4 1,4 2,7 52,3 240 4980

REFI EMC 3x185 2,4 1,6 3,0 60,2 305 6450

REFI EMC 3x240 2,4 1,6 3,3 69,0 365 8940

REFI EMC 4x95 2,4 1,6 2,8 53,6 205 5260

REFI EMC 4x120 2,4 1,6 3,0 59,2 240 6570

* = Special design

Ambient temp (°C) 50 55 60 65 70 75 80
Correction factor 0.94 0.88 0.82 0.74 0.67 0.58 0.47

Correction factors for ambient temperature

HH Marine Multiflex  REFI EMC 

Halogen free, flame retardant SHF1 compound
Black

Number of cores 
and strands x 

conductor cross-
section

Drums

Type Code

 -50 to +85°C

Construction

Tinned flexible copper Class 5 (plastic foil around conductor)
EPR
Halogen free compound
Braided EMC screen of tinned copper with helical tape

OD x 8
OD x 10
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REFI EMC 4x150 2,4 1,6 3,1 62,7 270 8300

danilo
Markering
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